
LOA 29.5'
LWL 25'
Beam 11'
Draft 5.6'
Displacement 6,000 lbs.
Engine 7.5 hp
Std. Water 4 gal
Lead Keel 2,100 lbs.
Headroom 5'4"
Height w/Keel Deep 10'0"

Fractional Masthead
Mainsail 252 sq ft
Jib 210 sq ft
100% SA (sq.ft.) 453 450
I 35' 40'
ISP 35' 40'
J 11.5' 12'
P 38.8' 35'
E 13' 12'
Max MGU 4.94 4.56
Max MGM 8.45 7.8
SPL 12.5 12.2
Dspl/L 171 171
SA/Dspl 22 22
PHRF per Jboats 117 114
PHRF per CBYRA* 114 111
Mast Length 47'4" 43'7"
Mast Above Water 47'6" 43'6"
Spar Builder Sparcraft Sparcraft
Mast Section 4060 4060
Boom Section E E
Tack Set-up 3/4" 3/4"
Tack Set-back 1-1/2" 1-1/2"
Clew Set-up Slug Slug
Feeder Type 6" Slot 6" Slot
Feeder Above Boom 18" 18"
*- CBYRA: Chesapeake Bay Yacht Racing Assn

J/29 Specifications

Manufacturer: TPI, Inc.
Introduced in: 1982
Built Through Hull: #298
Last Model Year: 1987
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